


Performance-Enhancing
Accessories & Options

High Power Density Focusing Optics
(HPDFQ)™ — Allows for high resolution
engraving and direct marking on some
metals without metal marking
compounds,

Downdraft Honeycomb Cutting
Table — Evacuates smoke, minimizes
back reflections and provides light
vacuum hold-down.

Rotary Fixture Attachment — Allows
for full wrap-around engraving of
cylindrical items and accommodates
taper.

Manual Air Assist — Directs high
pressure air toward material being
processed to suppress flaming.

Gomputer-Gontrolled Compressed
Air Unit — Supplies dry, oil-free
compressed air to enable air assisted
cutting and engraving.

Air Dryer — Removes moisture from air
assist which can damage laser optics.

UVers <1 ASER

Platform

Work Area 24 x12in 24 x18in 32x18in
610 x 305 mm 610 x 457 mm 813 x 457 mm

Table Size 29x171in 29x23in 37x23in
737 x 432 mm 737 x 584 mm 940 x 584 mm

Rotary Travel | 360 degress (max 8 inches diameter with 2.0 lens) =———]

Maximum Part Size 29x17x9in 29x23%x9in 37x23%x9in
(WxHxD) 737 x 432 x 229 mm 737 x 584 x 229 mm 940 x 584 x 229 mm

Overall Dimensions 36 x 38 x 30 in 36 x39x%x36.5i0n 44x39x%x37.51n
(WxHxD) 914 x 965 x 762 mm 914 x 991 x 927 mm 1118 x 991 x 953 mm

Print Driver |— Laser Interfacet™ (materials-based Windows print driver) _|

Interconnection | USB 2.0 Hi-Speed compliant i

Control  Requires dedicated computer to operate. Requires Windows XP/Vista (32-hit Windows
operating system). Minimum reguirements: 2.0 GHz processor; 1 GB of RAM;
Hard drive with 15 GB free space; VGA monitor (minimum 1024 x 768 resolution);
CD-ROM drive/burner; mouse and keyboard.

Laser Cartridge Options : 10, 25, 30, 40, 50, 60 watts :
Weight 235 Ibs. (107 kg) 270 Ibs. (122 kg) 325 Ibs. (147 kag)
Power Requirements | 110V/10A; 220V/5A; 50/60Hz |
Exhaust Connection  External exhaust required; External exhaust required; External exhaust required;
one port is 4 inches (100 mm)  one port is 4 inches (100 mm)  two ports each 4 inches (100 mm)
in diameter in diameter in diameter

*CDRH Class 1 lasar safety enclosure provides for safe operation without the
need for an interlocked room or protective ayewear.

CDRH Class 1 safety enclosure for CO» laser.* Class 3R for red laser pointer. C E

WARNING: UNIVERSAL LASER SYSTEMS PRODUCTS ARE NOT DESIGNED, TESTED, INTENDED OR AUTHORIZED FOR USE IN ANY MEDICAL APPLICATIONS, SURGICAL APPLICATIONS,
MEDICAL DEVICE MANUFACTURING, OR ANY SIMILAR PROCEDURE OR PROCESS REQUIRING APPROVAL, TESTING, OR CERTIFICATION BY THE UNITED STATES FOOD AND DRUG
ADMINISTRATION OR OTHER SIMILAR GOVERNMENTAL ENTITIES. FOR FURTHER INFORMATION REGARDING THIS WARNING CONTACT UNIVERSAL LASER SYSTEMS OR VISIT
WWW.ULSINC.COM

Manufactured and protected under ona or more U.S. Patents: 5,051,558; 5,661,746, 5,754,575; 5,867,517; 5,881,087; 5,894,493; 5,901,167; 5,982,803;
6,181,719; 6,313,433; 6,342,687, 6,423,925; 6,424,670; 6,983,001; 7,060,934; D517,474. Other U.S. and international patents pending.

Universal Laser Systems, Inc. Universal Laser Systems GmbH  Universal Laser Systems Go., Ltd.

North America — South America — Europe — Middle East — Africa Japan

Asia — Qceania — India Lerchenfelder Guertel 43 The Yokohama Landmark Tower, 15th Floor
7845 E. Paradise Lane A-1160 Vienna, Austria 2-2-1-1 Minato Mirai, Nishi-ku

Scottsdale, Arizona 85260 USA Phone: +43 1 402 22 50 Yokohama-shi, Kanagawa-ken 220-8115
Toll-Free: 1-800-859-7033 Fax: +431 402 22 5010 Japan

Phone: +1 480-483-1214 Email: eurosales@ulsine.com Tele: +81 45-224-2270

Fax: 480-315-3630 Fax: +81 45-224-2279

Email: moreinfo@ulsine.com Email: japansales@ulsinc.com

www.ulsinc.com
070-1028-0 REV0608

©2008 Universal Laser Systems, Inc. All rights reserved. Univarsal Laser Systems name and logo, and VersaLASER, are registerad trademarks, and High Power Density Focusing Optics, Rapid
Reconfiguration and Laser Interface are trademarks of Universal Laser Systems, Inc. All other company and product names are trademarks or registered trademarks of their respective companies.





